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differential pressure gauge

dp 800
Case diameter Case diameter 
100 or 150 mm

aCCuraCyaCCuraCy
Class 1.6

sCale ranges sCale ranges 
From 0...60 mbar to 600 mbar...25 bar

OverpressureOverpressure
100 bar on one input at a time

statiC pressure limitstatiC pressure limit
All scales: 200 bar as a maximum

temperature limitstemperature limits
Ambient: -25 to +65°C – process: 100°C with liquid filling

draft due tO the temperaturedraft due tO the temperature
When the measuring system temperature is different from the reference

temperature (+20°C) the draft is ±0.6% / 10 K of reading. 

TECHNICAL FEATURES 

prOCess COnneCtiOnsprOCess COnneCtiOns
Vertical, Stainless steel: AISI 316 L 

Standard: thread 1/4” NPT Female

On request: Gas or NPT = 1/4” or 1/2” = male or female 

measuring ChamBermeasuring ChamBer
Double diaphragm Stainless steel AISI 316 L 

Filling: Silicon oil (other on request) 

sealseal
FKM

sCreWssCreWs
Stainless steel: AISI 304 

mOvementmOvement
Stainless steel: AISI 304 

dialdial
White, black marks

pOinterpOinter
Black, adjustable 

Case and ringCase and ring
Stainless steel: AISI 304 

prOteCtiOn Class prOteCtiOn Class 
IP 55 – EN 60529 / IEC 529

WindOWWindOW
Glass 4 mm thick

sealingsealing
Neoprene gasket

mOuntingmOunting
Direct, vertical (standard); other on request: 

Front or rear flange, U tube clamp for 2" pole diam.

drainsdrains
2 screws ¼” NPT Male, Stainless steel AISI 316 L 
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dimensiOns

vertiCal
Wall mOunting

vertiCal
panel mOunting

OptiOnsOptiOns
Case and ring AISI 316 L – SEKURIT glass window or PMMA – Glycerine or silicone oil case filled – Oxygen application: grease

free measuring system – Static pressure up to 200 bar

aCCessOriesaCCessOries
Capillaries, needed 2 pieces – Manifold 3 valves or 5 valves (with drains)

scale [bar] i b d2 t h ±2 x
∆ 150 0...0.4 to 0...16 100 165 52 150 - 120 54

∆ 100 0...0.4 to 0...16 100 165 52 150 -  120 54

(*) = Dimensions ∆ 100 mm 

t : 2 x 1/2” BSP or NPT 

Drain Drain

referenCe desCriptiOn

(1) Case diameter   100 or 150 mm

(2) Model dp 800

(3) Process connection 2 1/4” NPT-M 11 M 20 x 1,5

3 1/4” BSP-M 2f 1/4” NPT-F (standard)

7 1/2” NPT-M 7f 1/2” NPT-F

8 1/2” BSP-M 8f 1/2” BSP-F

(4) Mounting l VERTICAL – Direct mounting

lf PANEL MOUNTING – Front flange

pp POLE MOUNTING – U tube clamp for 2” pole diam.

(5) Measuring scales       0…60 mbar / 100/ 160/ 250/ 400/ 600 mbar - 0…1 bar up to 0...25 bar

(6) OPTIONS sf Glass SEKURIT window Os Grease free for oxygen application 

Cs Case AISI 316 ps200 Static pressure up to 200 bar

pg Glycerine case filling Cap2x1 Capillaries 2 x 1 m

pZ Silicon oil case filling man 3 Manifold 3 valves

man 5 Manifold 5 valves

(1) (2) (3) (4) (5) (6)

Exemple : 100 dp800 2f pp 6 bar sf - Cs


